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Guidelines – Delivery of TV commercials

It is required that you follow these guidelines when delivering master materials to LEGO System A/S.
If you have any questions after reading this, please contact Anne-Dorte 

at +45 7950 6264 or by e-mail at anne-dorte.kristiansen@LEGO.com
General requirements:

All commercials must be produced with ALL graphics placed within the safe area as illustrated by the RED line in the example below. A guideline-file to this area is enclosed with this file. There’s a guideline for producing in HD and one for SD depending on your format. The guideline must be followed unless otherwise agreed with LEGO System A/S.
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An IT version must be made of all commercials in all formats. The IT version should be without graphics of any kind and including an IT sound-version.
Spotnames:

At the beginning of production, you will receive correct spotnames for all spots. 

The name consists of:

Brand_Product_Year_Duration_Country_(HD, SD or IT added if necessary)_Unique SpotID

Example: Bionicle_SHP09_DTV2_09_30s_NA_IT_7366

It is extremely important that you use these names.

Every masterfile, every referencefile and every tape-report must be named with the correct name.

You will also receive 6 ‘empty’ names, that you can fill out, according to the specification mentioned above.

The last 4 digits must never be changed.

ON tapereport for LEGO master kit, please name 4:3 versions with same name as 16:9 FHA, and end with _4x3.
If you have any questions or need assistance, please contact M2Film by sending

an e-mail to LEGO@m2film.dk.
Delivery:

Two master kits must be produced – one for LEGO System A/S and one for M2Film A/S.

Master kit for LEGO System A/S includes:

· 1 x Digital Betacam/PAL CCIR 601 with all versions of spots in these formats:

·   4:3 Letterbox

· 16:9 Anamorphic

(Details on page 3)

· 1 x CD including

· Audiofiles for all spots

· Graphic files

· Tape Report for digibeta tape

· Credentials including the English text for each length of spots.

(Please remember names of on-screen talents.)

· Mpg, QT High+Low, FLV files 

(Details on page 3 and 4)

Please also send all documents and approved QT files by e-mail or FTP to:

anne-dorte.kristiansen@LEGO.com
Ship to:

LEGO System A/S

Havremarken 1

DK-7190 Billund

Denmark

Att.: Anne-Dorte Kristiansen, Marketing Communications, InHouse Agency

Master kit for M2Film includes:

(Can be delivered as digital files as well – see details on page 5).
Please note: No delivery of 4:3 files for M2Film

· 1 x Digital Betacam/PAL CCIR 601 with all versions of spots in these formats:

· 16:9 Anamorphic

(details on page 3)

· 1 x CD including

· Audiofiles for all spots

· Graphic files

(details on page 3 and 4)

Ship to:

M2Film A/S

Filmbyen 23, 4. sal

DK-8000 Aarhus C

Att. LEGO

Material specifications:

Digital Betacam Master tape (example – for M2Film, 4:3 is not required):

TC 
00:00:00 - 01:30:00
colourbar 100% video, 75% chroma incl. 1kHz testtone OdBu

01:30:00 - 02:00:00
black + mute

02:00:00 - 02:30:00
30 sec. NA version with final mix – 16:9 anamorphic

03:00:00 - 03:30:00
30 sec. IT version with IT mix – 16:9 anamorphic

04:00:00 - 04:20:00
20 sec. IN version with final mix – 4:3 letterbox

05:00:00 - 05:20:00
20 sec. IT version with IT mix – 4:3 letterbox

etc. etc.

Audio:

Please note: Audio must include: FullMix, M/Emix, SFXmix, Musicmix, Speakmix, Music clean for all lengths

Format: 
AIFF

Sample rate: 
48 kHz

Sample size: 
16 bit

Channels: 
2 (Stereo)

Compression: 
None

Graphics in HD quality:

Fonts

Endframe: layered psd. with all material: boxes, splashes, all text-elements etc.

NEW splash (open files)

Clean background for packshot

Logos

Files:
Please note: No need for files of IT versions

QT High

Compression format: 
H264

Depth: 


Millions of colors

Quality: 

Best

Frame Rate: 

25

Datarate: 

2000 kbit/sec

FrameSize: 

640x360

Audio:

AAC, Stereo, 128 kbit/ sec 44, 100kHz 16bit

QT Low

Compression format: 
H264

Depth: 


Millions of colors

Quality: 

Best

Frame Rate: 

25

Datarate: 

1200 kbit/sec

FrameSize: 

480x270

Audio:

AAC, Stereo, 256 kbit/ sec 44, 100kHz 16bit

FLV

Only files of 30+20 sc versions needed

Same settings as QT Low

Mpg

Max 7Mb

Specifications for Digital Delivery to M2Film:

Please note: All materials must be delivered in ONE link including video, audio and graphics. If changes to any of the materials after first delivery – please replace on FTP in same place and notify changes by email to LEGO@m2film.dk.
Folderstructure on FTP:

Master

(30 sec, 20 sec, 15 sec, 10 sec in separate folders)

Graphics 
(all in separate folders)

Sound 

(30 sec, 20 sec, 15 sec, 10 sec in separate folders)

SD (PAL)

Frame Size: 


720*567 16:9 FHA

Pixel Aspect: 


Ratio Pal CCIR 601

Codec:



Quicktime Blackmagic Uncompressed 10bit 4:2:2





Quicktime Animation, PNG or ‘None’ are also accepted

AUDIO

24/16 bit Integer (Big Endian), Stereo, 48.000 kHz
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